
 

MONOBLOCCHI PER CELLE FRIGORIFERE 
PACKAGED UNITS FOR COLD ROOMS  
BLOCKSYSTEM – INSTALLAZIONE A PARETE  
TAMPONE E ACCAVALLATO
BLOCKSYSTEM – WALL INSTALLATION 
PLUG-IN AND SADDLE MOUNT

CELLE
FRIGORIFERE
COLD
ROOMS

REFRIGERANTE A BASSO GWP: la gamma di monoblocchi FA/FT a R134a 
con condensazione ad aria progettata per un refrigerante a basso GWP 
(<2500) offre una soluzione eco-sostenibile a lungo termine per applicazioni 
su celle frigorifere di media temperatura con gli standard di qualità e sicurezza 
dei prodotti Rivacold. 
RISPARMIO ENERGETICO: il risparmio energetico viene garantito dallo 
sbrinamento a gas caldo su tutti i modelli oltre all’utilizzo di componenti di 
ultima generazione che ne ottimizzano le performance.
FACILE INSTALLAZIONE: Particolarmente adatti per essere installati su celle 
di dimensioni ridotte, oltre ai vantaggi tecnici della gamma, gli FA/FT offrono 
due possibilità di montaggio: versione accavallata (FA) con kit tampone 
separato gestito come optional o versione con tampone montato (FT).

LOW GWP REFRIGERANT: The FA/FT packaged systems range with air 
condensation, designed for a low GWP refrigerant (<2500) and offer a long 
term eco-sustainable solution for applications in medium temperature cold 
rooms with the safety and quality standard of Rivacold products.
ENERGY SAVING: the saving of energy in granted by the hot gas defrosting 
mode on all models, besides the use of components of the latest generation 
that boost their performances.
EASY FIX: Particularly suitable for being installed in cold rooms of small 
dimensions, FA/FT range offers, besides its technical advantages, the 
possibility of two different mounting modes. Saddel version (FA) with separate 
insulating panel (optional) or the version with fitted insulating panel (FT) for a 
plug-in mount.  

CARATTERISTICHE GENERALI GENERAL FEATURES 
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FA FT

LOW GWP SOLUTIONS

R134a MBP

CAMPO DI ESERCIZIO (Tc)
OPERATING RANGE (Tc)

5°C ÷ -5°C

SPOSTAMENTO VOLUME COMPRESSORE
COMPRESSOR DISPLACEMENT

14.33 CC  ÷ 74.25 CC

VOLUME CELLA
COLD ROOM VOLUME

2.7 m3  ÷ 51.8 m3

BASSO 
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DATI TECNICI MODELLI MBP - MBP MODELS TECHNICAL DATA 
MEDIA
TEMPERATURA
MEDIUM
TEMPERATURE

PER ULTERIORI INFORMAZIONI CONTATTARE IL NOSTRO UFFICIO TECNICO. DESCRIZIONI, 
DATI TECNICI E ILLUSTRAZIONI SONO INDICATIVI E NON VINCOLANTI. LA RIVACOLD SI 
RISERVA IL DIRITTO DI MODIFICARE PER INTERO O IN PARTE LE SPECIFICHE DESCRITTE 
NELLA PRESENTE DOCUMENTAZIONE SENZA PREAVVISO E, A BENEFICIO DELLA 
CONTINUITÀ PRODUTTIVA, DI UTILIZZARE MARCHI ALTERNATIVI DEI COMPONENTI PREVISTI 
DAL PROGETTO.

FOR MORE INFORMATION, CONTACT OUR TECHNICAL OFFICE. DESCRIPTIONS, TECHNICAL 
DATA AND ILLUSTRATIONS ARE PURELY INDICATIVE AND ARE NOT BINDING. RIVACOLD 
RESERVES THE RIGHT TO MODIFY, IN WHOLE OR IN PART AND WITHOUT PRIOR NOTICE, 
THE SPECIFICATIONS DESCRIBED IN THIS DOCUMENTATION AND, IN THE INTERESTS OF 
PRODUCTION CONTINUITY, TO USE COMPONENTS FROM ALTERNATIVE BRANDS TO THOSE 
GIVEN IN THE DESIGN.
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R134a (1430 GWP) 

I prodotti in questo catalogo sono apparecchiature il cui funzionamento dipende da gas fluorurati a effetto serra.
Products in this catalogue are equipment whose functioning relies upon fluorinated greenhouse gases.

R134a
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ABSORPTION  CONDENSER   EVAPORATOR 
NET WEIGHT

FA FT

cm3 type CAT win FLA No. x Ø m3/h No. x Ø m3/h f(m) Kg

FA/FTM003Y001 230/1/50 14.3 E 0 C G 583 4 1X254 683 1X200 570 5 48 49.5

FA/FTM006Y001 230/1/50 17.7 E 0 C G 641 3.9 1X254 638 1X200 570 5 51 52.5

FA/FTM009Y001 230/1/50 20.95 E 0 C G 709 3.5 1X254 657 1X200 500 5 52 53.5

FA/FTM012Y001 230/1/50 26.2 E 0 C G 798 5.2 1X254 657 1X200 500 5 59 60.5

FA/FTM016Y001 230/1/50 34.37 E 0 C G 1034 5 1X300 1272 2X200 1030 5 80 82

FA/FTM022Y002 430/3/50 53.2 E 1 C G 1264 3.4 1X300 1206 2X200 900 5 89.5 91.5

FA/FTM040Y002 430/3/50 74.25 E 1 C G 1711 4.1 1X350 2035 1X350 1740 8 110 113.5

MEDIA
TEMPERATURA
MEDIUM
TEMPERATURETABELLA RESE MODELLI MBP - MBP MODELS PERFORMANCE TABLE

R134a Capacity Ta = 25°C Capacity Ta = 32°C Capacity Ta = 43°C

CODE
Tc +5°C Tc 0°C Tc -5 °C Tc +5°C Tc 0°C Tc -5 °C Tc +5°C Tc 0°C Tc -5 °C
W m3 W m3 W m3 W m3 W m3 W m3 W m3 W m3 W m3

FA/FTM003Y001 983 10.3 845 6.2 717 4.5 917 6.7 787 4.2 665 2.7 811 5 692 3.2 581 2.5

FA/FTM006Y001 1102 12.1 944 7.5 792 5.25 1036 8.2 885 5.1 741 3.2 928 5.9 788 3.9 656 2.9

FA/FTM009Y001 1303 15.2 1121 9.8 950 6.9 1210 10.4 1037 6.7 875 4.2 1057 7.2 898 5.4 751 4

FA/FTM012Y001 1504 18.4 1281 11.7 1070 8.6 1426 14 1206 8.7 996 4.6 1298 10.6 1089 6.8 876 4.7

FA/FTM016Y001 2304 30.6 2029 21.2 1772 15.9 2099 21.8 1830 15 1573 9.8 1769 15.7 1513 9.9 1262 7.6

FA/FTM022Y002 2867 40.6 2379 25.6 1887 17.11 2657 30 2205 19.4 1748 11.1 2298 23 1904 13.7 1508 9.5

FA/FTM040Y002 4434 69.5 3746 45.8 3140 37.2 4077 51.8 3437 38.4 2870 24.7 3484 40.9 2923 24.5 2423 18

OPTIONAL  KIT TAMPONE PER MODELLI ACCAVALLATI (IN DOTAZIONE)
OPTIONAL PLUG-IN INSULATING PANELS KIT FOR SADDLE MODELS (SUPPLIED SEPARATELY)


